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For further information or help please call 1(800)ASK-MCAM or  e-mail posts@mastercamedu.com
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In the From this source folder box, enter (if necessary) your previous Mastercam
installation’s root directory. (You can use the Browse button to navigate to the desired
folder.)

If Search sub-folders isn't already active, select it.
Keep the default path shown in the To this destination folder box.

With the exception of part files, the file types converted by Update Folder are generally
shared between multiple Mastercam users. By default, these converted files are copied to
the Shared mcamx5 folder.

Click OK.

Mastercam converts all the files found in the source directory, including both metric and
inch files.
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Messages and files generated by Update Folder

As Update Folder processes your files, Mastercam might display the following messages
and files.

+ Main level not visible.

Update Folder might generate this warning
multiple times. Click OK to dismiss this

message. Your data will not be affected. The main level (level 0) is not visible!
Any new entities will not be displayed

until this level is made visible.
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+ Overwrite alert

Update Folder displays this message when it encounters another version of an updated file
in the destination folder.

+ Click the second option to replace the original file with the converted one. Select
Apply this action to all subsequent conflicts to continue processing without
further interruption.

Update Folder

C:\Documents and Setings\All Users\Documents\shared meam\mil\tools\BT30.holders
A currentversion of he file being updated already exsts

Backup originalfile in dastination foldar and update

@; e s e e

Do notupdate this file
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+ UpdatePost.log
‘When you select the Post files option in the File types section, Update Folder automatically
runs the UpdatePost C-Hook and produces a log of the process, which displays in the

Mastercam X Editor. The log file lists every error generated during the conversion, plus any
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other instance where Mastercam could not unambiguously determine how to convert the
original post.

X File Edit View NCFunctions Bookmarks Project Compare Communications Tools Window Help
New PELE BErDRE ARRTIEE TXGE B! ¥Tes shu
 Mark All Tool Changes @ Next Tool @ Goto Previous Tool

[T - 25 oul 2010 05:36:07 B - Upascerest Crility
20 Jul 2010 0S:36:07 OM - *++++ Starting UpdatePost processing *4++s
29 Jul 2010 05:36:07 2M - Process post files from Update Folder
25 Jul 2010 03:36:07 PM - The extracted post type isiMILL
25 Jul 2010 05:36:07 A - The extracted post version 12:13.00
29 Jul 2010 O 07 PM - The original file: C:\Documents and Settings\all Users
25 Jul 2010 05:36:07 2M - Copied to: C:\Documents and Settings\All Users\Documer
26 Jul 2010 05:36:07 2 - Initialize processing the post
29 Jul 2010 03:36:07 2M — G:\DOGOMENTS AND SETTINGS\ALL USERS\DOCUMENTS\SHARED ¥
29 Jul 2010 05:36:07 2M - The post processor file has been successfully opened.
25 ul 2010 05:36:07 2 - Post version informacion (imput
25 Jul 2010 05:26:07 M - UEDATEROST Version 13. was used to modify this file
29 Jul 2010 05:36:07 2 - The file was modified by this product on 22 Jan 09 13:
29 Jul 2010 05:36:07 2M - The post was written to run with Mastercam Version 13.
25 Jul 2010 07 B - The post product type is Mill.
25 Jul 2010 08 Fu - Initializacion of pre-defined post variables, strings,
25 qul 2010 05:36:08 M - Search for defined post varisbles, strings, postblocks
29 ul 2010 05:36:08 2M - Initiate Writing the post processor file(s).
26 Jul 2010 05:36:08 2 - Post version information (output):
25 Jul 2010 08 P - Post processor file name: C:\DOCUMENTS AND SETTINGS\ALy
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+ Print out or save the post log file to a different file name, and close the Mastercam X
Editor. Use this log to troubleshoot errors in your posts.

Note: Each time you run Update Folder or UpdatePost and save posts to the same directory, the
log is overwritten.
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» Find and Fix Post Conversion Errors

Note: When you select the Post files option in the File types section, Update Folder
automatically runs the UpdatePost utility.

The UpdatePost utility incorporates several features that make it easy to identify and fix errors and
areas of concern in the converted post. Because of the great variety of techniques used to customize
Mastercam posts, it is impossible for UpdatePost to predict with 100% accuracy the intent of the
post writer.

You need to be concerned about two types of situations:

= UpdatePost could not reliably convert a line or object in a way that conforms to Mastercam
standards, and recorded an error condition instead of a complete line of code.

= There were several possible Mastercam conversion solutions, and UpdatePost was not sure
which to use. This means that the converted post will work, but might not produce the
output that you expect.

The most important tool in evaluating the

conversion results is the UpdatePost log. Log Files

‘When you use Update Folder to update your posts, I el

Mastercam writes this information to the file,
UPDATEPOST.LOG, located in . . \Shared
mcamx5 \common.

IV Display Log File

the log is overwritten. If you think you need to refer to the log later, make sure that you print

{‘} TIP: Each time you run Update Folder or UpdatePost and save posts to the same directory,
o it out or save a copy to a different file.

In the log file, an error looks like this:

22 - 20 Apr 2005 01:12:59 PM - PST LINE
(1200,1200) - Label has not been defined[*30]
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The LINE (x, y) blocktells you thelocation of the error in the original and converted post, in
this case, line 1200 in each.

When you open the converted post, Mastercam displays the affected code as a block of three lines:

= The first line is the actual line of code created by UpdatePost.
= The second line is the original line, commented out, and preceded by the phrase
CNC<<CONVERT>>.
= The third line reproduces the error message from the log, formatted as a comment, and
preceded by the phrase CNC<<MSG ... >>.
The following code shows a typical conversion error. In this example, Mastercam knows that the
line is supposed to be an else command, but it cannot convert the other word because it has not
been properly defined:

else, #'nobrk' emulation option
#CNC<<CONVERT>> else, p_nobrk emul #'nobrk' emulation option

#CNC<<MSG-ERROR (1200, 1200) >> Label has not been defined[*30]

There is a one-to-one correspondence between messages embedded in your code and messages in
the log file. Before using a converted post, always review the log and the corresponding message in
the post and make any necessary corrections.

See the Mastercam X5 Post Debugger User’s Guide for more information.
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Installation Location Changes

To be more compatible with Microsoft® guidelines and security measures, the default
installation directory for Mastercam is now C: \Program Files\mcamx5 for 32-bit
operating systems and C: \Program Files (x86)\mcamx5 for 64-bit operating
systems. This change requires that user-modifiable data be relocated from the
installation location to two different locations, depending on whether the data is user-

specific or shared.

Operating System  Data Locations

Windows XP User-specific data: C:\Documents and Set-
tings\<Username>\My Documents\my mcamx5
Shared data: C: \Documents and Settings\All
Users\Shared Documents\shared mcamx5

Windows Vista and User-specific data: C:\Users\<Username>\Docu-

Windows 7 ments\my mcamx5
Shared data: c: \Users\Public\Documents\shared

mcamx5.

For 32-bit Windows systems, non-modifiable files are stored in : \Program
Files\mcamx5 and C:\Program Files\Common Files\Mastercam;64-bit
Windows systems use C: \Program Files (x86)\mcamx5 and C:\Program
Files (x86)\Common Files\Mastercam.

For more information, see the Mastercam X5 Installation Guide and the Mastercam X5
Transition Guide installed in your Mastercam installation \Documentation folder.
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The exact path of the My mcamx5 and Shared mcamx5 folders depends on your computer’s
operating system. The following table lists the default paths for Windows XP, Windows Vista, and

Windows 7.

Operating System

Default Single User Path

Default Shared Path

Windows XP C:\Documents and Settings\<User- C:\Documents and Settings\All
name>\My Documents\my mcamx5 | Users\Shared Documents\shared mcamx5
Windows Vista or 7 C:\Users\<Username >\ C:\Users\Public\Documents\shared

Documents\my mcamx5

mcamx5
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Mastercam'’s Folder Structure

To be more compatible with Microsoft® guidelines and security measures, the default installation
folder for the Mastercam application is now C: \Program Files\mcamx5 for 32-bit operating
systems and C: \Program Files (x86)\mcamx5 for 64-bit operating systems. Additionally, this
change requires the relocation of user-modifiable files from the Mastercam installation folder to
two different locations, depending on whether the data is for a single user or if it is shared.

In previous versions of Mastercam, the installation

folder was the default location of all user- P A © meamxs
modifiable files. Starting with Mastercam X5, these -

files fit into one of two categories: files that can be

accessed and changed by a single user and files that "
can be accessed and changed by all users (shared () C:\mcamx ======9 @ [ shared mcamx5
files). Each category of customized file has its own ~,
storage folder: My mcamx5S or Shared mcamx5. N,
‘When moving data from a previous Mastercam '\
version, you must place these files in their new A
locations.

Begin the transition to Mastercam X5 by working
with customized files from previous versions that
do not need conversion. In this section, you learn:

= The default locations and navigation shortcuts to Mastercam’s new storage folders
= The types of files that go into each new storage folder
= Which files can be copied to the new storage folders without conversion or updating.
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IMPORTANT: Converting part files with Update Folder can add significant processing time.
We strongly recommend that you update parts to Mastercam X5 individually, by opening
them with the File, Open function and saving them to the .Mcx-5 file type.

If you decide to use Update Folder to convert parts in a batch, we recommend that you run
the function first for your libraries and machine definitions as described in this section, and
then again to convert your parts as described on page 28.

4 Ifyour source folder contains files from
multiple versions of Mastercam X, and you
wish to update only files from specific (8) Update specificversions
versions to Mastercam X5, select Update Nrmein
specific versions to activate the Versions
section. Then, select the desired versions.

() Update all previous versions in source falder

5) Frominis source foier

Search summdw@

[JUse sourcefolder as destination folder

To this destination folder:
[CADocuments and Setings\All UsersiDocuments\shared meamys}
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