Unlike previous self-extracting file formats used for version 9 and version 8 posts on our website, the version Mastercam X post processor downloads have several files that need to be extracted to multiple destinations.
The downloadable or e-mail attached file is a *.z2g “zip to go” file extension. Please save the file and then double-click on the file to open it.
Once winzip launches, click on Actions, Select all, Extract. When the Extract window pops up, make sure the “Extract to” destination is C:\  (or the drive letter where Mastercam X is installed). It is essential to have the “Use folder names” option checked as shown in the picture below. Utilizing the ‘Use folder names” option in Winzip, will extract the necessary files to the correct locations on your computer.
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Post processing in Mastercam X requires three files. These files are in the zip 2 go file. There is a Machine definition, a Control definition, and a post processor file inside the *.z2g file.
1) The Machine Definition file has an extension that depends on the Machine Type you select for the Machine Group that contains your toolpaths. It contains information about the axis layout and component properties of your CNC machine tool. The Machine Definition will have one of the following file extensions:

Machine Type:

Mill       =         *.MMD

Lathe    =         *.LMD

Router   =         *.RMD

Wire      =        *.WMD

2) The Control Definition file has a *.control extension. It contains information about the NC control driving your machine tool.

3) The *.pst file uses information from the Machine Definition and Control Definition files to guide the mp.dll post processing engine so that it generates a Numeric Code file customized for your CNC machine tool. 

The Machine Definition and Control Definition files belong in the c:\mcamx\cnc_machines\ folder.

The post processor location depends on the type of machine. For example, in the above picture, the Haas 2x Lathe.pst file will be stored in the c:\mcamx\lathe\posts\ folder. If this were a z2g file for a wire EDM machine tool the *.pst file would need to go into the c:\mcamx\wire\post\ folder. For Mastercam X2 the installation default folder could be c:\mcamx2\
_1207044803.doc
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